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S (57) Abstract: The invention relates to a circuit and associated method for synchronizing clock pulses, which enables, with a 
combined pulse spacing coding and pulse width coding, a simultaneous, collision-free, real time transmission of a number of pie- 
siochronous reference clock signals on a bus line between network units, whereby the selection of the redundant reference clock 

W pulses ensues without involving a central control unit that controls the Grst and second network unit. 

^ [Fortsetzung auf der ndchsten Seite) 
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Veroffentlicht: 

— mil intemationalem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kiirzungen wird auf die ErkUirungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCI -Gazette verwiesen. 



(57) Zusammenfassung: In dieserSchaltungsanordnung und dem dazugehorigen Verfahren zurTaktsynchronisation wird miteiner 
kombinierten Impulsabstands- und Impulsbreitenkodierung eine simultane, kollisionsfreie Echtzeitlibertragung raehrerer plesiochro- 
ncn Rcfercnzlaktsignalc auf einerBuslcitung zwischcn Netzcinhcitcn crmoglicht, wobei die Sclckuon der rcdundantcn Refercnztakte 
ohne Beteiligung einer zentralen die erste und zweite Netzeinheit steuernde Steuereinheit erfolgt. 



